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installation details



soffit

note: underlayment laps

approved
wood decking

  10 x 1” approved
fasteners @ 12” o.c

or
1 1/4” ring shank nail

@ 6 o.c

#

gutters to slide
behind drip edge

material

continuous bead of
  sealant and caulked
vertically up and over

underlayment
to overlap past
the existing deck

all the way down the fascia

DYNAMIC METALS

drawn by

date

date

check by

part name

profile

 eave with gutter detail - standard install

dm class 1750

JA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

eave w/ gutter detail

eave trim
detail

minimum 4” overlap with 
continuous concieled sealant

(2) #10 x 1” approved
fasteners per clip

dynamic metals
approved clip

4” o.c. from the edgedynamic Metals

1



DYNAMIC METALS

drawn by

date

date

check by

part name

profile

gable rake detail

gable rake detail - standard installJA

00/00/23

JL

00/00/23

gable rake

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

remove panel leg and hem
around gable drip edge 

continuous min 1”

gable rake

#10 x 1” approved
fasteners @ 12“ o.c

or
1 1/4” ring shank

nail @ 6” o.c

-all nails or fasteners to
be corrosion resistant or 
stainless steel when required
by code

approved
wood decking

approved
underlayment

metal panel

Two Beads of caulking 
on every over lap

(2) #10 x 1”
approved fasteners

per clip

dm class 1750
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fixed gable rake detail

gable rake
trim detail cleat z-closure

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

DYNAMIC METALS

drawn by

date

date

check by

part name

profile

 FIXED GABLE RAKE detail - standard installJA

00/00/23

JL

00/00/23

NANNNNN AAAAAAAAAAAAAAAAAAAAAAAAAAAALL

minimum 4” overlap with 
continuous concealed sealant

continuous
butyl tape

stainless steel pop
rivet @ 24” o.c

gable rake

  cleat
required

1 1/4” ring shank
nail @ 10” o.c

or
#10 x 1” approved 
fasteners @ 6” o.c. 
    @ corners

approved 
wood decking

approved
underlayment # 10 x 1” approved 

fasteners @ 4” o.c

-all nails or fasteners to
be corrosion or resistant or
stainless steel when required
by code

SCREW ON 
Z CLOSURE 
@ 4” 0.C.

1 1/4” ring shank
nail @ 10” o.c.

or
# 10 x 1” approved

fasteners @ 6” o.c. @corners

(2) #10 x 1”
approved fasteners

per clip

underlayment
to overlap past
the existing deck

stainless steel pop
rivet @ 24” o.c

stainless steel pop
rivet @ 24” o.c. max

dm class 1750
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

VALLEY detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

VALLEY DETAIL

valley

-all nails or fasteners to
be corrosion resistant or
stainless steel when required
by code

4”
min

     CONTINUOUS BEAD OF
SEALANT AND CAULKED

VERTICALLY AT PANEL SEAM

 metal panel allow
MINIMUM 1/4" gap for 
thermal expansion

valley

metal PANEL

continuous
butyl taPE

APPROVED
WOOD DECKING

approved
underlayment

valley cleat

minimum 8” overlap with 
2 rows of continuous 
concealed sealant

10 x 1” approved
fasteners @ 6” o.c

#
2 beads of 
caulking

8” lap minimum
butyl tape

dm class 1750 

dynamic metals
APPROVED clip
4” o.c. from 

panel end

dynamic metals
APPROVED clip
4” o.c. from 

panel end
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

counter flashing detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

counter flashing detail

stucco
stop

rake wall z-closure

dm class 1750 

minimum 4” overlap with 
continuous concealed sealant

caulking continuous
butyl tape

gasketed fastener 
and fastener @ 8” o.c

stucco
stop

stainless steel pop
rivet @ 24” o.c

metal
panel

10 x 1” approved 
fasteners @ 4” o.c

continuous
butyl tape

approved
underlayment

approved
wood decking

#

top end of the flashing
to reach to the center 

of stucco stop min.1 1/4” ring shank
nail @ 8” o.c

or
# 10 x 1” approved
fasteners @ 12” o.c

cAULKING
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DYNAMIC METALS
 

drawn by

date

date

check by

part name

profile

 headwall detail - standard install

dm class 1750

JA

00/00/23

JL

00/00/23

headwall detail

headwall z-closure

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

dynamic metals 
approved clip 

4” from the panel end

LSLA

minimum 4” overlap with 
continuous concealed sealant

Note: set z closures with
butyl tape and attach 
to panel with #10 x 1” approved
fasteners @ 4” o.c across the length

note: cut z-closures
to fit tight between seams

add self 
adhesive tape

stainless steel pop rivet
@ 24” o.c max.

caulk VERTICALLY
UP AND OVER

headwall
flashing

stucco
stop

top end of the flashing
to reach to the center 

of stucco stop min.

approved
wood decking

metal
panel

1 1/4” ring shank
nail @ 8” o.c

or
# 10 x 1” approved 
fasteners @ 12” o.c

approved
underlayment

continuous
BUTYL TAPE

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c
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end cap detail

cleatz-closureend cap
trim detail

DYNAMIC METALS

drawn by

date

date

check by

part name

profile

end cap detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

stainless steel pop
rivet @ 24” o.c. max

approved
wood decking

approved
underlayment

-all nails or fasteners to
be corrosion resistant or
stainless steel when required
by code

end cap trim
detail continuous bead

of sealant and 
caulked vertically

up and over

continuous
butyl tape

cleat

1/4” ring shank
nail @ 6” o.c

minimum 6” overlap with 
continuous concealed sealant

underlayment
to overlap past
the existing deck

stainless steel pop
rivet @ 24” o.c. max

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

dm class 1750 

dynamic metals
approved Clip

4” o.c. from the panel end
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

pipe boot detail

pipe boot detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

step 1

step 3

step 2

step 4

p 3

note: roll pipe boot up
over butyl tape sealer
and secure clamp around
top of pipe boot

apply enough caulking
continuously around pipe

stainless steel clamp

butyl tape

# 10 x 1” MIN. EXPOSED 
FASTENERS W/ GASKET
        2” o.c. max

caulking

Pipe boot

existing pipe

caulking AROUND 
THE PIPE BEFORE 

INSTALLIMG THE 
METAL PANEL

BOOT FLASHING TO BE BETWEEN
panel ribs  @ ALL TIMES

-

dm class 1750 
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gooseneck detail

gooseneck

DYNAMIC METALS

drawn by

date

date

check by

part name

profile

gooseneck detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

vent

step 3

step 2

step 1

on every 1/2” min 
bead of caulk

# 10 x 1”
approved fasteners

1/2” min bead of caulk 
to fully cover all fasteners

underlayment

metal panel

approved

approved caulking
enough to cover 

fasteners

approved
wood decking

note: apply caulking
to top & bottom

gasketed fasteners 
every 2” min.

concealed continuous 
sealant between top
of panel and bottom

side of vent 

dm class 1750 
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

panel endlap detail

panel endlap detail - standard installJA

00/00/23

JL

00/00/23
PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

offset cleat

approved
plywood deck

metal
panel

metal
panel

butyl tape 
sealant

metal
panel

approved
underlayment

allow a min. 1/4” gap
for thermal expansion

butyl tape 
beneath offset

cleat

6” min. lap

26GA cleat caulking

cut male side
minimum 6”

cut female side
minimum 6”

Starting from the edge 
of the cleat

#10 x 1” approved 
fasteners @ 4” o.c

dm class 1750 
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

transition detail

transition detail - standard installJA

00/00/23

JL

00/00/23

transition

z-closure

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

end laps min. 8” w/ 2 beads of
concealed sealant.

stainless steel pop
rivet @ 24” o.c. max

 continuous bead of
  sealant and caulked
  verticallty up and over allow a 

min 1/4" gap for 
thermal expansion

transition
flashingapproved

wood decking

approved
underlayment

10 x 1” approved
fasteners
@ 12” o.c

or
1 1/4”rink shank

nail @ 6” o.c.

offset cleat

continuous 
butyl tape

z-closure

vertically
caulk

#

8” min.

6” min.

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

dm class 1750 

dynamic metals
approved clip installed 
4” from the panel edge
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

ridge detail

ridge detail - standard installJA

00/00/23

JL

00/00/23

stainless steel pop
rivet @ 24” o.c. max

ridge detail

z-closure

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

ridge cap
stainless steel pop

rivet @ 24” o.c max.

metal panel

approved 
wood decking approved

underlayment
continuous
butyl tape

(2) #10 x 1” approved
fasteners

     CONTINUOUS BEAD OF
SEALANT AND CAULKED

VERTICALLY AT PANEL SEAM

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

dm class 1750 

dynamic metals
approved clip

4” from the panel end

note: panel clips
to be installed 4”
from the panel end

6” min. end lap with 
concealed sealant
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DYNAMIC METALS

drawn by

date

date

check by

part name

profile

VENTED ridge detail

VENTED ridge detail - standard installJA

00/00/23

JL

00/00/23

stainless steel pop
rivet @ 24” o.c

ridge detail

z-closure

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION 
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

ridge cap

z-closure is perforated
to allow for air flow

stainless steel pop
rivet @ 24” o.c

metal panel

vented foam
1/2 tick minimum

approved
underlayment continuous

butyl tape

     CONTINUOUS BEAD OF
SEALANT AND CAULKED

VERTICALLY AT PANEL SEAM

Starting from the edge 
of the z metal

#10 x 1” approved 
fasteners @ 4” o.c

dm class 1700 

dynamic metals
approved clip

4” o.c. from edge
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detail 1

remove to
p o

f 

female le
g

2” n
om.

male leg shown
cut back from

clarity only

CUT AT A 45° angle
of female leg to

allow for overlap

detail 2
#9 x 3 screws @ 1” O.C.

on ever corner

frame 2x6
6” height min.

drawn by

date

date

check by

part name

curb detail

curb detail - standard installJA
00/00/23
JL
00/00/23

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS. 
INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

step 1 - install panels around curb

panel
installation
direction

field form legs against
curb sides min. 1” high

12” 
min.

see detail 1

fie
ld 

fla
tte

n

offs
et in

 male le
g

step 2 - install z closures

panel
installation
direction

install butyl tape
each side for seal

between z closure and panel

install z closure
w/ screws at 4” o.c

start from the edges 
ACROSS entire 

closure perimeter.

see detail 2

caulking
up and over

adequate clearance must
be provided on each side

between curb and panel rib
for drainage min. 3” each side
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drawn by

date

date

check by

part name

curb detail

curb detail - standard installJA
00/00/23
JL
00/00/23

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS. 
INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

step 3 - install highwall and
sidewall flashings

panel
installation
direction

step 4 - back wall flashing

field form tabs
to return around
high end of curb

side wall flashing
hook hem onto

z closure

side wall flashing
hook hem onto

z closure

field form tabs
to return around

sides of curb

hiighwall flashing
hook hem onto 

z closure

panel
installation
direction

apply sealant at trim
laps typical

fastener as required
by condition @ 6” O.C. 

10” min,.

field form leg
1” min. height

back wall
flashingremove panel material each side

after field tracinbg profile

set flashing and field trace against curb

to determine trim profile prior to cut

field form tabsremove excess

fold
fo

ld

apply enough 
approved caulking
to go up and over

fold

z closure cap

fold

fo
ld

1.

2..

3.

4.

detail 1

caulking
up and over

see detail 1

concealed 
caulking

on all sheet 
metal laps
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drawn by

date

date

check by

part name

curb detail

curb detail - standard installJA
00/00/23
JL
00/00/23

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS. 
INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

step 5 - install cleat and prepare
for upper panel

panel
installation
direction

step 6 - complete upper panel 
installation

continuous cleat
set in sealant

fasten at 6” o.c.

install field hemmed 
upper panels over 
low wall flashing 

onto cleatpancake head fastener 
at overlap location

sealant at z closure
wall intersection both

sides of curb

6” m
in.

6” m
in.

lap

install final upper
panel over low wall
flashingfonto cleat

6” m
in.
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drawn by

date

date

check by

part name

curb detail

curb detail - standard installJA
00/00/23
JL
00/00/23

PLEASE NOTE: 
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS. 
INFORMATION DISPLAYED IS SUBJECT TO CHANGE. 

step 7

add clip on center
of panel laps
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