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EAVE WIGUTTER DETAIL s Y.

MINIMUM 4" OVERLAP WITH 4
CONTINUOUS CONCIELED SEALANT

CAVE TRIM
DETAIL
DYNAMIC. METALS
DYNAMIC METALS 4 oépinncgj DTJ&EEDGE
CONTINUOUS READ OF (D #10 X 1" APPROVED =
(CALANT AND CAULKED CA(TENERS PER CLIP

VERTICALLY UP AND OVER

—
UNDERLAYMENT
TO OVERLAP PA(T
THE EXITING DECK
APPROVED
WOOD DECKING,
GUTTERS TO LIDE
BEHIND DRIP EDGE .
MATERIAL #10 X 1" APPROVED
— — — — — — — = FATINERI@ 177 OC
OR
1 1/4" RING SHANK NAIL
@4 OC
(OFFIT
NOTE: UNDERLAYMENT LAPS
ALL THE WAY DOWN THE FAICIA
DR at | JM PART NAME \ EAVE WITH GUTTER DETAIL - STANDARD INSTALL A
owe | 00/00/22 U
> /
cal momis | DM CLAIS 1700 ==
PLEASE NOTE:
DATE 1 00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC M‘ETALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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GABLE RAKE DETAIL S NAMIC METALS

TWO BEAD| OF CAULKING 4
ON EVERY OVER LAP

GABLE RAKE

REMOVE PANEL LEG AND HEM
AROUND GABLE DRIP EDGE METAL PANEL
CONTINUOUS MIN 1"

% ; /g % , /5
GABLE RAKE — / /
APPROVED D #10X 17
WOOD DECKING APPROVED FASTENERS
#10 X 1" APPROVED PER CLIP
FASTENERf @ 12 OC
OR APPROVED
1 1/4" RING fHANK UNDERLAYMENT
NAIL @ 6" OC
-ALL NAILS OR FAfTENERS TO
RE CORROSION RESSTANT OR
{TAINLESS STEEL WHEN REQUIRED
RY CODE
prawn &Y | JM PART NAME ‘ GABLE RAKE DETAIL - STANDARD INSTALL 6
owe | 00/00/22 U
» /
ol moms | DM CLAIS 1700 ==
PLEASE NOTE:
4 00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION | DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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FIXED GABLE RAKE DETAIL

DYNAMIC METALS

S
>J

MINIMUM 4~ OVERLAP WITH
CONTINUOUS CONCIELED SEALANT

I

GABLE RAKE

M DETAL CLEAT Z-CLOSURE
(TAINLESS STEEL POP
RIVET @ 24" OC
CONTINUOUS
GABLE RAKE BUTYL TAPE
UNDERLAYMEN\
TO OVERLAP PAIT \ —
THE EXITING DECK
\-I — ﬂl/‘ g/
1 1/4" RING SHANK ?
NAIL @ 8" OC
OR ? {CREW ON
#10 X 1" APPROVED 7 CLOSURE
FASTENERS @ 12° OC @6 0C. D 410 X 1
{TAINLESS {TEEL POP APPROVED APPROP‘E‘IEQD CFG‘;ENER‘
RIVET @ 24" OC WOOD DECKING
CLEAT REQUIRED UN,gEiJESYViE EDNT {TARTING FROM THE EDGE
OF THE Z METAL

-ALL NAILS OR FASTENERS TO

BE CORROSION OR RESISTANT OR
STAINLESS STEEL WHEN REQUIRED
BY CODE

. STAINLES §TEEL POP
VET @ 24" OC

1 1/4" RING fHANK
NAIL @ 8" OC
OR
#10 X 1" APPROVED
FATENERf @ 17" OC

#10 X 1" APPROVED
FASTENERf @ 4" OC

DRAWN 2Y | JM|

pat | 00/00/22

cHEcK oY | JL

DATE - 100/00/22

PART NAME ‘ FIXED GABLE RAKE DETAIL - STANDARD INSTALL

PROfLE \ DM CLASf 1700

PLEASE NOTE:
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION

METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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VALLEY DETAIL
S DINAMIC METAL

MINIMUM 8" OVERLAP WITH
CONTINUOUS CONCIELED SEALANT

CONTINUOUS BEAD OF
(EALANT AND CAULKED
VALLEY VERTICALLY AT PANEL (EAM

DYNAMIC METALS METAL PANEL METAL PANEL ALLOW
APPROVED CLIP 1/4" GAP FOR
4" O.C. FROM EDGE THERMAL EXPANSION

DYNAMIC METALS
APPROVED CLIP
L O.C. FROM EDGE

APPROVED
WOOD DECKING

VALLEY CLEAT

CONTINUOUS APPROVED
BUTYL TAPE v /£y UNDERLAYMENT
#10 X 1" APPROVED 2 BCADS OF
FA(TENERS
@12 OC !
OR
1 114" RINK SHANK
NALL @ 8 O.C.

-ALL NAILf OR FAITENERS TO
BE CORROSION RESISTANT OR
fTAINLESS STEEL WHEN REQUIRED
BY CODE

DRAWN &Y | JM| PART NAME

VALLEY DETAIL - STANDARD INSTALL

pat | 00/00/22

moLE \ DM CLASS 1700

PLEASE NOTE:
DATE 1 (00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.

cHECK BY | JL
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COUNTER FLASHING DETAIL S DINAMIC. METALS

=

MINIMUM 4~ OVERLAP WITH
CONTINUOUS CONCIELED SEALANT

fTuCCO RAKE WALL Z-CLOSURE
fTOP
CONTINUOUS
CAULKING BUTYL TAPE
FA(TEN GASKET
AND FASTENER @ 10" OC
@ TOP END OF THE FLASHING
. TO REACH TO THE CENTER
1 1/4" RING fHANK OF {TUCCO TOP MN.
NAILL @ 8" OC
OR
#10 X 1" APPROVED
CAULKNG, FAITENERf @ 17" OC
METAL
fTUCCO fTAINLESS STEEL POP PANEL
STOP/ RIVET @ 24" OC
4 Gl
CONTINUOUS APPROVED APPROVED
BUTYL TAPE UNDERLAYMENT  WOOD DECKING
TARTING FROM THE EDGE
o o OF THE Z METAL
#10 X 1" APPROVED
FASTENERf @ 4" OC
owam 31| JM it | COUNTER FLAHING DETALL - (TANDARD INFTALL 6
owe | 00/00/22 U
> /
ol momis | DM CLAIS 1700 ==
PLEASE NOTE:
o4t |00/00/22 |  INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION | DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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HEADWALL DETAIL S VNAMIC METALS

NOTE: CUT TWO Z-CLOSURES 4
TO FIT BETWEEN (EAMS

NOTE: {ET Z CLOSURES WITH

BUTYL TAPE OR CONTINUOUS BEAD

OF CAULKING AND ATTACH

TO PANEL WITH #10 X 1" APPROVED
FAITENERf @ 6 O.C ACROSf THE LENGTH

HEADWALL I-CLOWRE | \NIMUM 4™ OVERLAP WITH
CONTINUOUS CONCIELED SEALANT
1 1/4" RING SHANK
TOP END OF THE FLATHING NAIL @ 8" O.C
(TUCCO TO REACH TO THE CENTER OR
(TOP OF {TUCCO {TOP #10 X 1" APPROVED

FATENERf @ 17" OC

HEADWALL
FLATHING

CAULK VERTICALLY
UP AND OVER

fTAINLESS STEEL POP RIVET

ADD (ELF
ADHE(IVE TAPE

|

@ 24" OC
DYNAMIC METALS
APPROVED CLIP
4" FROM THE ENDf O.C.
METAL
PANEL
— CONTINUOUS
BUTYL TAPE () PTING, FROM THE EDGE
APPROVLD OF THE 7 METAL
APPROVED UNDERLAYMENT #0 X 1” APPROVED
WOOD DECKING FASTENER! @ 4° OC
owaw a1 | JM wirwc | HEADWALL DETAIL - {TANDARD INSTALL 6
e |00/00/22 \\
» /
S morc | DM CLAS{ 1700 =
PLEASE NOTE:
DATE 00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC METAL‘
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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END CAP DETAIL

/

L

L-CLOSURE CLEAT

>

END CAP
TRIM DETAIL

fTAINLESS STEEL POP
RIVET @ 24" OC

DYNAMIC METALS
APPROVED CLIP
L O.C. FROM THE EDGE

APPROVED

APPROVED UNDERLAYMENT

WOOD DECKING

-ALL NAILS OR FASTENERS TO

BE CORROIION RESITANT OR
fTAINLESS STEEL WHEN REQUIRED
BY CODE

MINIMUM 6" OVERLAP WITH
CONTINUOUS CONCIELED SEALANT

S DYNAMIC METALS
\J

END CAP TRIM
DETAIL CONTINUOUS BEAD
OF (EALANT AND
CAULKED VERTICALLY
UP AND OVER

CONTINUOUS
BUTYL TAPE

TARTING FROM THE EDGE
OF THE 7 METAL

/ #0 X 1" APPROVED
FASTENERf @ 4" OC

S UNDERLAYMENT

TO OVERLAP PAST
THE EXIfTING DECK

174" RING fHANK
NAIL @ 6" O.C

fTAINLESS STEEL POP
RIVET @ 24" OC
CLEAT

DRAWN &Y | JM| PART NAME

END CAP DETAIL - {TANDARD INfTALL

pat | 00/00/22

sROfLE \ DM CLASf 1700

cHEck oY | JL

e
=

X/

PLEASE NOTE:

DATE - 100/00/22

INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION | DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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PIPE BOOT DETAIL £ inamic METAL

NOTE: ROLL PIPE BOOT UP J

OVER BUTYL TAPE SEALER
d L AND §ECURE CLAMP AROUND
TOP OF PIPE BOOT (TEP 1
(TEP 2 - =
M~
EXISTING PIPE
/
CAULKING
APPLY ENOUGH CAULKING —
CONTINUOUSLY AROUND PIPE
\ )
D 1" APPROVED
S FASTENER AROUND PIPE
EVERY 3"
(TEP 3

CAULKING
fTAINLESS STEEL CLAMP

PIPE BOOT
#10 X 1" MIN. EXPOSED
FATENERS W/ GASIKET

- BOOT FLAfHING TO BE BETWEEN BUTYL TAPE

THE (EAM{ @ ALL TIMES

DRAWN 2Y | JM| PART NAME

PIPE BOOT DETAIL - STANDARD INSTALL A
patt | 00/00/22 \

woric | DM CLAIS 1700 é

PLEASE NOTE:
DATE  100/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.

X/

CHECK BY | JL
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GOOSENECK DETAIL X LINAMIC METAL

NOTE: APPLY CAULKING 4
TO TOP & BOTTOM
(TEP 1

GOOIENECK

ON EVERY 1/7° MIN
BEAD OF CAULK

FASTENERS EVERY 7" MIN.

1/7 MIN BEAD OF CAULK
TO FULLY COVER ALL FAITENERS

#10 X 1
APPROVED FAITENER(

APPROVED CAULKING
ENOUGH TO COVER
FASTENERS

METAL PANEL Ny

APPROVED APPROVED
UNDERLAYMENT WOOD DECKING
brawner | JM PART NAME ‘ GOOSENECK DETAIL - STANDARD INSTALL 6

X/

owie | 00/00/22 N
—_— PROFILE ‘ DM CLASf 1700 /

PLEASE NOTE:
DATE | 00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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PANEL ENDLAP DETAIL o Y.
=

METAL
PANEL

| | I |
CUT MALE SIDE
(1—'.\ ? lill\ ? r MINIMUM 6~
: | | | \
| | | |

216GA CLEAT

CAULKNG
BUTYL TAPE

APPLY ENOUGH
CAULKING TO COVER
ENTIRE CLEAT

CUT FEMALE (IDE

MINIMUM 6"
METAL
PANEL
fTARTING FROM THE EDGE
OF THE CLEAT

#10 X 1" APPROVED

FATENERI @ 4" OC
ALLOW A MIN. 1/4" GAP

FOR THERMAL EXPAN(ION

MEIAL T BUTYL TAPE
PANEL BEACLEAL N/ / (CALANT
APPROVED
PLYWOOD DECK
APPROVED
UNDERLAYMENT
DRAWN BY | JM| partnave | PANEL ENDLAP DETAIL - STANDARD INSTALL 6
pat |00/00/22 \
V,
cnccxa | L mone | DM CLAIS 1700 /
PLEASE NOTE:
o4t |00/00/22 | INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION | DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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TRANSITION DETAIL s YN
=z

ONE BEAD OF CAULKING
ON EVERY OVER LAP

TRANIITION

L-CLOSURE

DYNAMIC METALS
APPROVED CLIP INSTALLED

L" FROM THE EDGE  c ONTINUOUS BEAD OF
SEALANT AND CAULKED

VERTICALLTY UP AND OVER
PLEAIE ALLOW A fTAINLESS STEEL POP
MIN 1/4" GAP FOR RIVET @ 24" OC
THERMAL EXPANS(ION '

TRANSITION

APPROVED SN FLAHING
WOOD DECKING \

APPROVED
UNDERLAYMENT
#10 X 1" APPROVID CONTINUOUS
FASTENERS BUTYL TAPE
@ 12" OC
~ OR Z-CLOSURE
1 1/4"RINK SHANK
NAIL @ 6" O.C.
CAULK
CLEAT VERTICALLY
fTARTING FROM THE EDGE

OF THE 7 METAL
#0 X 1" APPROVED
FATENERf @ 4 OC

o | JM st wwc | TRANSITION DETAIL - STANDARD INSTALL 6
O

pare |00/00/22
woric | DM CLAS 1700 é

PLEASE NOTE:
DATE  100/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC M‘ETAU
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.

X/

CHECK &Y | J|
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RIDGE DETAIL S DYNAMIC METALS

NOTE: PANEL CLIPS J
TO BE INTALLED 4"
FROM THE EDGE

RIDGE DETAIL

— T~
B

CONTINUOUS BEAD OF

L-CLOSURE {EALANT AND CAULKED
VERTICALLY AT PANEL ({EAM
fTAINLESS STEEL POP DYNAMIC METALS
. RIDGE CAP
RIVET @ 24" OC APPROVED CLIP

METAL PANEL

fTARTING FROM THE EDGE
W gg%R&/gﬁlNG OF THE 7 METAL
APPROVED  #10) 1 APPROVED  CONTINUOUS (@) #10 X 1” APPROVED
UNDERLAYMENT "~ BUTYL TAPE FASTENER

TARTING FROM THE EDGE
OF THE 7 METAL
#10 X 1" APPROVED
FAITENERf @ 4" OC

fTAINLESS STEEL POP
RIVET @ 24" OC

| \/
woric | DM CLAIS 1700 /
PLEASE NOTE:

DATE 1 00/00/22 INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION DYNAMIC M‘ETAU
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.

DRAWN 2Y | JM| PART NAME

RIDGE DETAIL - STANDARD INSTALL

pat | 00/00/22

(/

cHEcK oY | JL
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VENTED RIDGE DETAIL L onAMIC METAL

RIDGE DETAIL Z-CLOSURE I§ PERFORATED 4
TO ALLOW FOR AIR FLOW
{@?
PERFORATED Z-CLOSURE CONTINUOUS BEAD OF
{EALANT AND CAULKED
{TAINLESS STEEL POP RIDGE CAP VERTICALLY AT PANEL SEAM

RIVET @ 24" OC \

DYNAMIC METALS
APPROVED CLIP
L O.C. FROM EDGE

METAL PANEL

\n\\\“‘“ﬁ\‘e\‘\‘\‘\‘“““““‘ VENTED FOAM

w\\‘ﬂ\\\l\\“‘“ 1/2 TICK MINIMUM

APPROVED
UNDERLAYMENT TARTING FROM THE EDGE ~ CONTINUOUS

OF THE 7 METAL BUTYL TAPE
#10 X 1" APPROVED
FAITENERf @ 4™ OC

{TARTING FROM THE EDGE '
OF THE 7 METAL
#10 X 1" APPROVED

fTAINLESS STEEL POP

. RIVET @ 24" OC
FASTENERf @ 4™ OC
o2 | JM eartiane | VENTED RIDGE DETAIL - STANDARD INSTALL A
A 00/00/22
DATE »\\

- \ DM CLAS§ 1700

CHECK BY | J|

PLEASE NOTE: /

st |00/00/22 |  INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION | DYNAMIC METALS
METHODS. INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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CURB DETAIL S~ DYNAMIC METALS

(TEP 1 - INSTALL PANELS AROUND CURR A =
i\i\g\

~~~~~~

{EE DETAIL 1

A

FIELD FORM LEGS AGAINIT
CURB (IDEf MIN. 1" HIGH

_____________________________________

MALE LEG. HOWN | . ,
curaack FRoM b 1#9 X 3ICREWI @ 1" O.C.;

CLARTYONLY 3+ ON EVER CORNER

CUT AT A 45° ANGLE FRAME 2X6

OF FEMALE LEG TO ' H -
ALLOW FOR OVERLAP ',' . 6" HEIGHT MIN.

INSTALL Z CLOSURE
WISCREWS AT 4" O.C
{TART FROM THE EDGES
ACROSf ENTIRE
CLOSURE PERIMETER.

INSTALL BUTYL TAPE
EACH (IDE FOR (EAL

CAULKING

UP AND OVER
DRAWN BY | JM|
PART NAME -
e | 00/00/22 CURB DETAIL - STANDARD INSTALL
. PLEASE NOTE:
JL INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS.
pat | 00/00/22 INFORMATION DISPLAYED IS SUBJECT TO CHANGE.

14



CURB DETAIL

S DINAMIC METALS
(TEP 3 - INSTALL HIGHWALL AND =
IDEWALL FLASHINGS

FIELD FORM TABS
TO RETURN AROUND
HIGH END OF CURB

IDE WALL FLASHING
HOOK HEM ONTO
Z CLOURE

DETAIL 1

IDE WALL FLATHING
HOOK HEM ONTO

FIELD FORM TABS Z CLOSURE

: TO RETURN AROUND
i+ (IDEf OF CURR

HIGHWALL FLATHING
HOOK HEM ONTO

~ P

¢
______ 20 CAULKING
7 CLOSURE CAP UP AND OVER

fTEP & - BACK WALL FLATHING

BACK WALL
FLASHING

FIELD FORM LEG

FIELD FORM TARS 1" MIN. HEIGHT

APPLY ENOUGH
APPROVED CAULKING
TO GO UP AND OVER

FASTENER Af REQUIRED
BY CONDITION

APPLY (EALANT AT TRIM
LAPS TYPICAL

DRAWN BY | JM| ‘
PART NAME —_
e 00/00/22 CURR DETAIL - STANDARD INSTALL
PLEASE NOTE:
cHEck ey JL INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS.
pat | 00/00/22 INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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CURB DETAIL e
S DINAMIC METALS

{TEP 5 - INSTALL CLEAT AND PREPARE — NTALL FIELD HEMMED
FOR UPPER PANEL UPPER PANLL( OVER

LOW WALL FLATHING
ONTO CLEAT

PANCAKE HEAD FAITENER
AT OVERLAP LOCATION

CONTINUOUS CLEAT
SET IN SEALANT
FASTEN AT 4" O.C.

{EALANT AT Z CLOSURE
WALL INTERIECTION BOTH
IDEf OF CURB

{TEP 6 - COMPLETE UPPER PANEL
INSTALLATION

INfTALL FINAL UPPER
PANEL OVER LOW WALL
FLATHINGFONTO CLEAT

CURB DETAIL - {TANDARD INfTALL

DRAWN &Y | JM]
PART NAME
pae |00/00/22
cneck | PLEASE NOTE:
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS.
pat | 00/00/22 INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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CURB DETAIL S~ DYNAMIC METALS

(TEP 7

=

DRAWN BY
DATE

JM
00/00/22

CHECK BY

DATE

JL
00/00/22

sarnave | CURB DETAIL - STANDARD INSTALL

PLEASE NOTE: |
INSTALLATION INSTRUCTIONS BASED ON STANDARD INSTALLATION METHODS.

INFORMATION DISPLAYED IS SUBJECT TO CHANGE.
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